Sealants Expert

Focus on construction sealants !
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Products Introduction

2K Silicone Sealants
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Hisil Industrial (Hubei) Cor, Ltd.
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Model number: HT7965
Product Name: High Strength 2K Silicone Structural Sealant for Curtain Wall

Product Features:
1. HT7965 silicone structural sealant with two-component, neutral room temperature curing,
high adhesion strength. Fast curing.
2. Excellent weather resistance, with a service life of 30 years under normal weather conditions.
3. Primer is unrequired under normal conditions, , and there are good adhesion properties to
most building materials.
4. resistant to heat aging, UV rays, ozone, and water; HT7965 is recommended for insulating glass unit if

5. OUtStaﬂdlng adheSIOﬂ Strength at temperature range Of _3OOC ~+1500C, enhanCIng the Structure Strength |S necessary
6. Good compatibility with other neutral silicone sealants & construction materials.

Main Applications:

1. Engineering structural assembly of glass screen wall. It can bond the glass to metal structure
directly, and meets the fixing standard of curtain wall with full or semi-hidden frames.

2.  Recommended for insulating glass unit for enhancing the structure strength. Circumstances
with particularly high safety requirements for sealing & structure strength.

Bonding by HT7965 for fixing the glasses to " |
the aluminum alloy frame.




Model number: HT7965
Product Name: High Strength 2K Silicone Structural Sealant for Curtain Wall

Technical Data Sheet:

Technology Requirement Test Method Condition Acce_pte_nce Measured
Parameter Criteria value
. Component A 1.4+0.05
Density (g/ml) GB/T 13477.2-2002 Component B 1052005
: vertical =3 0
Sagging CB/T 134776 horizontal No deflection No deflection
o : : Mix time (min) =20 21
Application Life(min) GB167/76-2005 Extrudability (s) =10 3
Tack-free Time (h) GB/T 13477.5-2002 =3 1
Hardness after cured(Shore A) GB/T 531.1 20~ 60 44
Tensile Properties elongation ratel 0% 151.8
at maintained tensile modulus/Mpa GB/T 13477.10-2017 elongation rateZ20% 284.5
extension elongation rate40% 485.1
elongation rate at max tensile
strength of 23°C % GB/T 13477.8-2017 =100 265
Bond failure area % =5 0
Tensile Properties 23°C =06 1.28
GB/T 13477.8-2017 90°C =0.45 0.96
tensile adhesive strength/Mpa -30°C =045 1.64
GB/T 13477.15-2017 |Water-UV light expod =0.45 1.05
GB/T13477.9-2017 |Water immersion =0.45 1.21
Thermal Weight Loss rate (%) =10 2
Heat Aging Crazing GB/T 13477.23-2022 No No
Chalking No No

HT7965

ilicone Structural Sealant |

Package 1:
Component A:190L
Component B:19L

Package 2:

Component A:18.5L
Component B: 300mlx7
Color:

Component A White
Component B Black
Mixed To Black
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Model number: HT7965

Product Name: High Strength 2K Silicone Structural Sealant for Curtain Wall

Technical Data Sheet:

Technology Requirement Test Method Acce_pte_nce Measured
Parameters Criteria value
- Component A 1.4+0.05
Density (g/ml) Component B GB/T 13477.2-2002 1052005
. vertical =3 0
Sagging horizontal CB/T 134776 No deformation | No deformation
Extrudability (s) GB16776-2005-6.4 |=10 34
Tack-free Time (h) GB/T13477.5-2002 | =3 0.7
Hardness after cured(Shore A) GB/T531.1 30 ~60 44
Bubble No Bubble No Bubble
standard values of tensile adhesive strength at 23°C / =05 0.96
80°C =75 82
-20°C =75 112
) ) Water-UV light exposyGB16776-2005 =75 82
Tensile Properties Tensile Adhesive Strength % NaCl salt spray test =75 85
502 Acid fog test =75 81
Water immersion =75 91
100°C 7 d high temperature JG/T475-2015 =75 79
Bond failure area(all tensile properties items) % JG/T475-2015 =10 0
standard values of shear strength at 23°C /Mpa JG/T475-2015 =05 0.89
) 80°C GB/T 7124 =75 85
shear strength(Mp{>/1<2" strength retention rate % ~20°C 1G/TA75-2015 =75 109
Adhesion failure area(all shear properties items) % |JG/T475-2015 =10 0]
Tear properties Tensile adhesive strength retention rate % GB/T 529 =75 86
) Tensile adhesive strength retention rate % =75 85
Fatigue cycle Adhesion failure areak JG/T475-2015 =10 0
Thermal Weight Loss rate (%) GB/T 13477.23-2024=6.0 2
Alkane plasticizer Infrared spectromete|Free Free
Elastic recovery % GB/T13477.17-2011=95 99
UV resistance tensile strength retention rate % =75 82
croop properties 91 d movement after being subjected to force =1 0.1
Max movement 24 hours after the force was removed =0.1 0

CASES SHOW
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Model number: HT7865
Product Name: High Performance 2K Silicone Sealant for Insulating Glass Unit

Product Features:
1.

2.
3.
4.
5.

Main Applications:
Insulating glass unit & glazing, for second sealing.
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Super white
Insulating glass unit

W |
laminated glass of
insulating glass

Insulating glass unit
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Three-layer glass with two
&= cavities of insulating glass

HT7865 silicone structural sealant with two-component, neutral room temperature curing,
high adhesion strength. Fast curing.

Excellent weather resistance, and there are good adhesion properties to most building
materials.

resistant to heat aging, UV rays, ozone, and water;

Outstanding adhesion properties at temperature range of -30°C ~+150°C;

Good compatibility with other neutral silicone sealants & construction materials.

HT7865 is recommended for insulating glass
unit & glazing




Model number: HT7

Product Name: High Performance 2K Silicone Sealant for Insulating Glass Unit

Technical Data Sheet:
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Technology Parameters Requirement Test Method Acce_pte_nce Measured
Criteria value
. Component A B 1.45£0.05
Density (g/ml) Component B GB/T 13477.2-2002 1052005
. vertical =3 0
Sagging horizontal GB/T 134776 No deformation |No deformation
Application Life(min) GB/T 13477.3-2017 [=20 25
Tack-free Time (h) GB/T 13477.5-2002 |[=2 1
Hardness after cured(Shore A) GB/T 531.1-2008 30 ~60 38
Elastic recovery % GB/T13477.17-2017 | =80 95
Tensile Properties at maintained exterelongation rate110% GB/T 13477.10-2017 [No failure No failure
tensile adhesive strength/Mpa =06 1.08
elongation at max tensile strength % |GB/T 13477.8-2017 |=50 289
Bond failure area % =10 0
i i =0.
_ _ Water-UV light tensile a_adheswe streng’Fh/Mpa 0.45 0.98
Tensile Properties eXDOSUTE elongation at max tensile strength % |GB/T 13477.15-2017 | =40 265
P Bond failure area % =30 0
. tensile adhesive strength/Mpa =06 0.98
E'itﬁﬁ" Water | ongation at max tensile strength %| GB/T 13477.10-2002 | =40 256
yeing Bond failure area % =30 0
Thermal Weight Loss rate (%) GB/T 13477.23-2022 |=6.0 2.1
moisture-vapor transmission g/(m *d) GB/T 17146-2006 =15 9
Package 1: Package 2: gOIOH A Whi
Component A:190L Component A:18.5L omponent ite

Component B:19L

Component B: 300mIx7

Mixed To Black

Component B Black
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Hisil

Make The Life Better!

Contact us :

E-mail: andy@hisilsealant.com

Tel. : +86 02785610030

Mobile/WA : +86 180 6411 4490
https://www.hisilsealant.com/
https://hisilsealant.en.made-in-china.com/
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