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Focus on construction sealants !
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Products Introduction

Acetic Silicone Sealants
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Model number: HA996X
Product Name: Strong Adhesive Strength Acetic Silicone Structural Sealant

Product Feature:

SAE IS

Main applications:

Good extrudability and thixotropy at the construction temperature range of 4°C to 40°C.
Excellent bonding performance especially for glass.
Excellent weatherproof & waterproof and quick-curing.
Good compatibility with many other construction materials.
It is transparent, and colors can be customized as client required.

1. Adhesion and sealing for Large flat glass, skylight roofs, doors and windows;
2. Adhesion and sealing for glass fish tanks, aquariums, and aquaculture tanks;
3. Adhesion and sealing for glass display cases, glass handicrafts, glazing etc.
4. Other applicable purposes after compatibility verification.
T . - Acceptence Measured
echnology Parameters Requirements Test Methods Conditions s
Criteria value
Density (g/ml) GB/T 13477.2-2002 1.05+0.1
] Vertical =3 0
Sagging GB/T 134776 Horizontal No deformation |No deformation
Extrudability (s) GB/T13477.3-2017 =10 1.5
Tack-free Time (h) GB/T 13477.5-2002 =3 0.7
Hardness after cured(Shore A) GB/T531.1 20~ 60 38
Tensile P i " Elongation ratel10% 0.28
e‘TS'te_ rzpe t'es‘_a Tensile modulus/MPa  |GB/T 13477.10-2017 Elongation rate20% 0.42
maintained extension Flongation rate40% 0.62
Elongation at max load % ~ 23°C =100 105
Adhesion failure area % GB/T 13477.8-2017 =5 0
23°C =06 1.05
Tensile Adhesion Properties : ) GB/T 13477.8-2017 90°C =0.45 0.71
Tensile adhesive — —
trength/MPa -30C =045 135
s GB/T13477.15-2017 |Water-UV light exposure | =0.45 0.92
GB/T 13477.9-2017 Water immersion =0.45 0.95
Weight loss rate (%) =10 4.5
Heat Aging Crazing GB/T 13477.23-2022 No No
Chalking No No

Aquarium & Large glass
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Model number: HA986X

Product Name: Strong Adhesive Strength Acetic Silicone Structural Sealant

Product Features:

|
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1. Good extrudability and thixotropy at the construction temperature range of 4°C to 40°C.
2. One component, room-temperature fast curing. high strength.
3. Translucent without color changing. strong resistance to high and low temperature.

flexibility maintains well between -40°C~150°C.
4. OQutstanding weather resistance. up to 50 years of life under normal weather.

Main Applications:

1. Suitable for adhesion and sealing of high-class glasses, glass slab and lighting roof;
2. Suitable for adhesion and sealing of aquarium and other purpose.

Technology Parameters Requirements Test Methods Conditions Acgraif::ir;ce Measured value
Density (g/ml) GB/T 13477.2-2002 1.0+0.1
: Vertical =3 0
Sagging CB/T 134776 Horizontal No deformation | No deformation
Extrudability (s) GB/T 13477.3-2017 =10 15
Tack-free Time (h) GB/T 13477.5-2002 =3 0.7
Hardness after cured(Shore A) GB/T531.1 20~60 36
Elongation ratel0% 0.27
Tensile Properties at maintained extension | Tensile modulus/MPa GB/T 13477.10-2017 Elongation rate20% 041
Flongatian rate40% 0.6
Elongation at max load % 23°C =100 102
Adhesion failure area % CB/T 13477.8-2017 =5 0
23°C =0.6 1.01
Tensile Adhesion Properties ) ) GB/T 13477.8-2017 90°C =045 0.68
Tensile adhesive -
strength/MPa _?.’O ¢ =045 131
GB/T 13477.15-2017 |Water-UV light exposure | =0.45 0.91
GB/T 13477.9-2017 |Water immersion =045 0.92
Weight loss rate (%) =10 4.6
Heat Aging Crazing GB/T 13477.23-2022 No No
Chalking No No
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Model number: HA995X
Product Name: Acetic Silicone Weather Resistance Sealant

Product Features:

1. One component, room-temperature fast curing.
2. Translucent without color changing. strong resistance to high and low temperature.
flexibility maintains well between -40°C~150°C.
3. Excellent weathering resistance, resistant to heat aging, UV rays, ozone, and water;
Outstanding high and low temperature resistance;
4. During the solidification process, acetic acid will be released., without harm to the body.

Main Applications:

1. Suitable for adhesion and sealing of glass doors & windows.
2. Suitable for adhesion and sealing of kitchen & sanitary.

Technology Parameter Requirement Test Method Acce_pte_nce Measured
Criteria value
Density (g/ml) GB/T 13477.2-2002 0.98+0.1
Sagging GB/T 13477.6 =3 0
Extrudability (ml/min) GB/T 13477.3-2017 =150 468
Tack-free Time (h) GB/T 13477.5-2002 =3 0.8
Hardness after cured(Shore A) GB/T531.1 20~ 60 28
Elastic recovery % GB/T13477.17-2017 |=70 85
- 23°C 0.6
Tensile modulus / MPa GB/T 13477.8-2017 50C 008
Tensile Properties at maintained extension - - GB/T13477.10-2017 [No fa!lure No fa!lure
Water immersion GB/T 13477.14-2019 |No failure No failure
Determ_lnatlon of adhesion/cohesion variable temperatures _ GB/T 13477.13-2019 |No failure No failure
properties at variable temperatures (accelerated environmental cycling)
Tensile Properties UV light exposure GB/T 13477.15-2017 [No failure No failure
Water-light exposure GB/T 13477.15-2017 [No failure No failure
Thermal Weight Loss rate (%) GB/T 13477.23-2022 |=8 6.4
Alkane plasticizer Infrared spectrometer |Free Free

Excellent Waterproof
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Model number: HA985X
Product Name: Acetic Silicone Weather Resistance Sealant

Product Features:

1.  One component, acidic, room-temperature fast curing. high strength.
2. Translucent without color changing. strong resistance to high and low temperature.
flexibility maintains well between -40°C-150°C.
3. Excellent weathering resistance, resistant to heat aging, UV rays, ozone, and water;
Outstanding high and low temperature resistance;
4. OQutstanding weather resistance. up to 30 vyears of life under normal weather.

Main Applications:

1. Caulking and sealing of sunroom, glass doors & windows.
2. Caulking and sealing of indoor decoration.

Technology Parameter Requirement Test Method Acce_pte_nce Measured
Criteria value
Density (g/ml) GB/T 13477.2-2002 0.97+0.1
Sagging GB/T13477.6 =3 0
Extrudability (ml/min) GB/T13477.3-2017 |=150 472
Tack-free Time (h) GB/T13477.5-2002 |=3 0.8
Hardness after cured(Shore A) GB/T531.1 20~ 60 26
Elastic recovery % GB/T13477.17-2017 |=70 80
. 23°C 0.6
Tensile modulus / MPa GB/T 13477.8-2017 T50°C 0.96
Tensile Properties at maintained extension - - GB/T13477.10-2017 [No fa!lure No fa!lure
Water immersion GB/T 13477.14-2019 |No failure No failure
Determ_lnatlon of adhesion/cohesion variable temperatures _ GB/T 13477.13-2019 |No failure No failure
properties at variable temperatures (accelerated environmental cycling)
Tensile Properties uv Iight_exposure GB/T13477.15-2017 [No fa?lure No fa?lure
Water-light exposure GB/T 13477.15-2017 |No failure No failure
Thermal Weight Loss rate (%) GB/T 13477.23-2022 |=8 6.8
Alkane plasticizer Infrared spectrometer |Free Free
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Model number: HA975X

Product Name: Acetic Silicone Weather Resistance Sealant

Product Features:

1. One component, acidic, room-temperature fast curing. high strength.
2. Translucent without color changing. strong resistance to high and low

temperature. flexibility maintains well between -40°C-150°C.
3. Outstanding weather resistance. up to 50 years of life under normal weather.

Main Applications:

1. Suitable for adhesion and sealing of display case & glass potted plant.

2. Suitable for adhesion and sealing of glazing and other purpose.

Technology Parameter Requirement Test Method Acce_pte_nce Measured
Criteria value
Density (g/ml) GB/T 13477.2-2002 0.96+0.1
Sagging GB/T 134776 =3 0
Extrudability (ml/min) GB/T13477.3-2017 |=150 446
Tack-free Time (h) GB/T 134775-2002 |=3 0.9
Hardness after cured(Shore A) GB/T531.1 20~60 24
Elastic recovery % GB/T13477.17-2017 |=70 75
Tensile modulus / MPa GB/T 13477.8-2017 ?SOEC 06595
Tensile Properties at maintained extension - - GB/T13477.10-2017 |No fa!lure No fa!lure
Water immersion GB/T 13477.14-2019 |No failure No failure
Determ_ination of adhesion/cohesion variable temperqtures _ GB/T 13477.13-2019 |No failure No failure
properties at variable temperatures (accelerated environmental cycling)
Tensile Properties uv Ilght_exposure GB/T13477.15-2017 [No fa!lure No fa!lure
Water-light exposure GB/T13477.15-2017 |[No failure No failure
Thermal Weight Loss rate (%) GB/T13477.23-2022 |=8 7.5
Alkane plasticizer Infrared spectrometer |Free Free

Excellent Waterproof




Model number: HA965X

Product Name: Acetic Silicone Weather Resistance Sealant

Product Features:

1.  One component, acidic, room-temperature fast curing. high strength.

2. Translucent without color changing. strong resistance to high and
temperature. flexibility maintains well between -40°C-150°C.

3. Outstanding weather resistance. up to 50 years of life under normal weather.

Main Applications:

1. Suitable for adhesion and sealing of display case & glass potted plant.

2. Suitable for adhesion and sealing of dry area.
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Technology Parameter Requirement Test Method Acce_pte_nce Measured
Criteria value
Density (g/ml) GB/T 13477.2-2002 0.96+0.1
Sagging GB/T 13477.6 =3 0
Extrudability  (ml/min) GB/T 13477.3-2017 =150 438
Tack-free Time (h) GB/T 13477.5-2002 =3 1
Hardness after cured(Shore A) GB/T531.1 20~ 60 24
Elastic recovery % GB/T13477.17-2017 |=70 76
- 23°C 0.54
Tensile modulus / MPa GB/T 13477.8-2017 T50°C 0.88
Tensile Properties at maintained extension - - GB/T13477.10-2017 |No fa!lure No fa!lure
Water immersion GB/T 13477.14-2019 [No failure No failure
Determ_lnatlon of adhesion/cohesion variable tempera_tures _ GB/T 13477.13-2019  |No failure No failure
properties at variable temperatures (accelerated environmental cycling)
Tensile Properties uv Ilght_exposure GB/T 13477.15-2017 |No fa!lure No fa!lure
Water-light exposure GB/T 13477.15-2017 |No failure No failure
Thermal Weight Loss rate (%) GB/T 13477.23-2022 |=8 7.8
Alkane plasticizer Infrared spectrometer |Free Free
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Hisil

Make The Life Better!

Contact us :

E-mail: andy@hisilsealant.com

Tel. : +86 02785610030

Mobile/WA : +86 180 6411 4490
https://www.hisilsealant.com/
https://hisilsealant.en.made-in-china.com/
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