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Model number: HN995X
Product Name: Multi-purpose Neutral Silicone Weather Resistance Sealant

Product Feature:

1. Good extrudability and thixotropy at the construction temperature range of 4°C to 40°C.

2. non-corrosive to building materials such as metals and coated glass;

3. Displacement capacity up to 35 levels. Has good adaptability to thermal expansion, contraction
and shear deformation of curtain walls.

4.  Excellent weathering resistance, resistant to heat aging, UV rays, ozone, and water; Outstanding B9 s sttt
high and low temperature resistance; il

5. it always keeps good elasticity and excellent adhesion after curing, some issues such as brittle,
harden, crack etc. will not happen at the work range of -30°C ~+150°C;

6. it works well between most building materials without primer;

7. ltis transparent, and many colors can be customized as client required.

Main applications:

1. Waterproof & Weatherproof sealing on Various building curtain walls including glass curtain wall,
stone curtain wall, metal curtain wall and son on.

2. Sealing on roof buildings and sunroom, High-grade Doors & Windows, Kitchen & Sanitary

Curtain Wall Stone

. . . . P . Bare
3. Other sealing applicable purposes after compatibility verification. e
T
Technology Parameter Requirement Test Method Acceptence Criteria | Measured value £ 8 %
Density (g/ml) GB/T 13477.2-2002 140.1 -
Sagging GB/T 13477.6 =3 0 £ 4
Extrudability  (ml/min) GB/T 13477.3-2017 =150 465 [
Tack-free Time (h) GB/T 13477.5-2002  |<3 0.8 g Ly
Hardness after cured(Shore A) GB/T5311 20 ~ B0 38 )
Elastic recovery % GB/T 13477 17-2017  |=70 95
. 23°C 0.75
Tensile modulus / Mpa GB/T 13477 8-2017 0C 092 i ‘
Tensile Properties at maintained extension - - CB/T13477.10-2017 |No failure No failure : \ 300ml|
Water immersion GB/T 13477 14-2019  [No failure No failure o
Determination of adhesion/cohesion variable temperatures : )
) . ; ; GB/T 13477.13-2019  |[No failure No failure
properties at variable temperatures (accelerated environmental cycling)
Tensile Properties uv Iight_ exposure GB/T 13477 15-2017  |No failure No failure !
Water-light exposure GB/T 13477.15-2017  |No failure No failure Cuphoard Ceiling
Thermal Weight Loss rate (%) Thermal Weight Loss rate (%) GB/T 13477 23-2022  |=8 35

Alkane plasticizer Infrared spectrometer |Free Free




Model number: HN985X
Product Name: Neutral Silicone Weather Resistance Sealant

Product Feature:

1.
2.
3.

o

Good extrudability and thixotropy at the construction temperature range of 4°C to 40°C.

non-corrosive to building materials such as metals and coated glass;
Excellent weathering resistance, resistant to heat aging, UV rays, ozone, and water;
Outstanding high and low temperature resistance;
it always keeps good elasticity and excellent adhesion after curing, some issues such as
brittle, harden, crack etc. will not happen at the work range of -30°C ~+150°C;

it works well between most building materials without primer;
It is transparent, and many colors can be customized as client required.

Main applications:
Sealing & Caulking on Sunroom & Windows & Doors outdoor.

1.
2.
3.

Various industrial and construction sealing & caulking purposes;

Other sealing applicable purposes after compatibility verification.

Technology Parameter Requirement Test Method Acceptence Criteria |Measured value
Density (g/ml) GB/T 13477.2-2002 0.98+0.1
Sagging GB/T 134776 =3 0
Extrudability  (ml/min) GB/T 13477 3-2017 =150 468
Tack-free Time (h) GB/T 13477 5-2002 =3 09
Hardness after cured(Share A) GB/T5311 20~ 60 36
Elastic recovery % GB/T 13477.17-2017  |=70 80
) 23°C 072
Tensile modulus / Mpa GB/T 13477 8-2017 o0 0o
Tensile Properties at maintained extension - - GB/T13477.10-2017 |No fa!lure No fa!lure
Water immersion GB/T 13477.14-2019  |No failure MNo failure
Determination o_f adhesion/cohesion variable tempera_tures _ GB/T 13477 13-2019  |No failure No failure
properties at variable temperatures (accelerated environmental cycling)
Tensile Properties uv Iight_ exposure GB/T 13477.15-2017 |No failure No failure
Water-light exposure GB/T 13477.15-2017  |No failure No failure
Thermal Weight Loss rate (%) Thermal Weight Loss rate (%) GB/T 13477.23-2022 |=8 4.0
Alkane plasticizer Infrared spectrometer |Free Free
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Model number: HN975X
Product Name: Neutral Silicone Weather Resistance Sealant

Product Feature:
Good extrudability and thixotropy at the construction temperature range of 4°C to 40°C.
non-corrosive to building materials such as metals and coated glass;
Excellent weathering resistance, resistant to heat aging, UV rays, ozone, and water;
Outstanding high and low temperature resistance;
it always keeps good elasticity and excellent adhesion after curing, some issues such as
brittle, harden, crack etc. will not happen at the work range of -30°C ~+150°C;

it works well between most building materials without primer;
It is transparent, and many colors can be customized as client required.

1.
2.
3.

o

Main applications:
Calking & sealing on indoor decoration.
Various industrial and construction sealing purposes;

1.
2.
3.

Other sealing applicable purposes after compatibility verification.

) —

Technology Parameter Requirement Test Method Acceptence Criteria |Measured value
Density (g/ml) GB/T 13477.2-2002 0.97+0.1
Sagging GB/T 13477.6 =3 0
Extrudability  (ml/min) GB/T 13477 3-2017 =150 470
Tack-free Time (h) GB/T 13477 5-2002 =3 1
Hardness after cured(Shore A) GB/Th311 20~ 60 35
Elastic recovery % GB/T 13477 17-2017 |=T70 85
} 23°C 071
Tensile modulus / Mpa GB/T 13477 8-2017 000 09
Tensile Properties at maintained extension - - GB/T 13477.10-2017 INo fa!lure No fa!lure
Water immersion GB/T 13477.14-2019  |No failure Mo failure
Determination of adhesion/cohesion vanable temperatures - ;
- - ; : GB/T 13477.13-2019  |No failure No failure
properties at variable temperatures (accelerated environmental cycling)
Tensile Properties uv Iight_ exposure GB/T 13477 .15-2017  |No fa?lure No failure
Water-light exposure GB/T 13477.15-2017  |No failure No failure
Thermal Weight Loss rate (%) Thermal Weight Loss rate (%) GB/T 13477 .23-2022  |=8 45
Alkane plasticizer Infrared spectrometer _|Free Free




Model number: HN965X
Product Name: Neutral Silicone Weather Resistance Sealant

Product Feature:
Good extrudability and thixotropy at the construction temperature range of 4°C to 40°C.
non-corrosive to building materials such as metals and coated glass;
Excellent weathering resistance, resistant to heat aging, UV rays, ozone, and water;
Outstanding high and low temperature resistance;

it works well between most building materials without primer;
It is transparent, and many colors can be customized as client required.

1.
2.
3.

4,
5,

Main applications:
Caulking & sealing on dry area indoor;
Various industrial and construction sealing purposes;
Other sealing applicable purposes after compatibility verification.

1.
2.
3.

Technology Parameter Requirement Test Method Acceptence Criteria |Measured value
Density (g/ml) GB/T 13477.2-2002 096401
Sagging GB/T 13477 6 =3 0
Extrudability  (ml/min) GB/T 13477.3-2017 =150 472
Tack-free Time (h) GB/T 13477.5-2002 =3 12
Hardness after cured(Shore A) GB/T531.1 20~ 60 34
Elastic recovery % GB/T 13477.17-2017  |=70 80
Tensile modulus / Mpa GB/T 13477.8-2017 ?gDEC g;g
Tensile Properties at maintained extension - - GB/T13477.10-2017 No fa!lure No fa!lure
Water immersion GB/T 13477 .14-2019  |No failure Mo failure
Determ!natlc:-n o_f adhesion/cohesion vanable tempera_tures _ GB/T 13477 13-2019  |No failure No failure
properties at variable temperatures (accelerated environmental cycling)
Tensile Properties uv Iight_ exposure GB/T 13477 15-2017 Nofailure Nc—failure
Water-light exposure GB/T 13477.15-2017  |No failure No failure
Thermal Weight Loss rate (%) Thermal Weight Loss rate (%) GB/T 13477.23-2022 |=8 52
Alkane plasticizer Infrared spectrometer |Free Free




Model number: HN895X

Product Name: High Movement Capability Weather Resistance Silicone Sealant

Product Features:
Non-corrosive and non-pollutive to metal, coated glass, granite, and marble.
Provides Level 50 movement capability. Ensures effective and durable sealing
performance for curtain wall of super-tall buildings and large facades.

Outstanding weather resistance, including UV protection, ozone resistance, and
waterproofing. Demonstrates strong resistance to high and low temperatures,
maintaining excellent flexibility between -40°C and 120°C.
Excellent adhesion properties, and suitable for most construction materials.

1.
2.

4,

Main Applications:
Weather-resistant sealing solutions for curtain wall of super-high buildings, facade joints,
large gaps, stone dry-hanging systems, and other applications requiring high tightness.

1.

2.

Suitable for a wide range of construction scenarios.
Technology Parameter Requirement Test Method Acceptence Criteria | Measured value
Density (g/ml) GB/T 13477.2-2002 136401
Sagging GB/T 13477 6 =3 0
Extrudability  (ml/min) GB/T 13477.3-2017 =150 445
Tack-free Time (h) GB/T 13477 5-2002 =3 09
Hardness after cured(Shore A) GB/TH311 20 ~ B0 38
Elastic recovery % GB/T 13477.17-2017  |=70 95
- 23°C 0.74
Tensile modulus / Mpa GB/T 13477 8-2017 200 115
Tensile Properties at maintained extension - - CB/T13477.10-2017  [No fa!lure No fa!lure
Water immersion GB/T 13477.14-2019  [No failure No failure
Deter_mlnatlon of adhesion/cohesion properties |variable tempera_tures _ GB/T 13477 13-2019 | No failure No failure
at variable temperatures laccelerated environmental cycling)
Tensile Properties uv Iight_ EXposure GB/T 13477.15-2017  |[No failure Nofailure
Water-light exposure GB/T 13477.15-2017  |No failure No failure
Thermal Weight Loss rate (%) Thermal Weight Loss rate (%) GB/T 13477.23-2022  |=8 3.0
Alkane plasticizer Infrared spectrometer |Free Free
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Model number: HN896X
Product Name: Strong Adhesive Strength Neutral Silicone Structural Sealant

Product Feature:

1. Good extrudability and thixotropy at the construction temperature range of 4°C to 40°C.

2. non-corrosive to building materials such as metals and coated glass;

3. Excellent weathering resistance, resistant to heat aging, UV rays, ozone, and water;
Outstanding high and low temperature resistance;

4. it always keeps good elasticity and excellent adhesion after curing, some issues such as
brittle, harden, crack etc. will not happen at the work range of -30°C ~+150°C;

5. it works well between most building materials without primer;

6. Many colors can be customized as client required.

Main applications:

1. Adhesion and sealing on Various building curtain walls including glass stone, metal etc.

2. Adhesion and sealing on roof buildings, windows and insulating glass unit;

3. Various industrial and construction purposes after compatibility verification.

Technology Parameter Requirement Test Method Condition Acg:ei?:rei:ce Measured valu
Density (g/ml) GB/T 13477.2-2002 138+0.1
: Vertical =3 0
Sagging CB/T 134776 Horizontal No deformation | No Defarmation
Extrudability (s) GB/T 13477.3-2017 =10 18
Tack-free Time (h) GB/T 13477 5-2002 =3 15
Hardness after cured(Shore A) GB/T531.1 20~ 60 54
Tensile Properties at ; Elongation ratelO0% 0.30
S - Tensile modulus/Mpa GB/T 13477.10-2017 |Elongation rate20% 0.48
maintained extension -
Elongation rated0% 069
Elongation at max load 23°C =100 108
Adhesion failure area % CB/T 1347782017 =5 0
. . 23°C =06 103
;fgpsgfﬁ’:ghes'on _ _ GB/T 13477.8-2017 |90°C =045 0.82
Tensile adhesive strength -30°C =045 148
GB/T 13477 15-2017 |Water-UV light exposure | =045 0.92
GB/T 13477.9-2017  |Water immersion =045 095
Weight loss rate (%) =10 42
Heat Aging Crazing GB/T 13477 .23-2022 None MNone
Chalking None None
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Model number: HN886X

Product Name: High Performance Neutral Silicone structural Sealant

Product Feature:

1,
2
3.
4,

5.

6

Mai
1.
2.

Good extrudability and thixotropy at the construction temperature range of 4°C to 40°C.

non-corrosive to building materials such as metals and coated glass;

Excellent weathering resistance, resistant to heat aging, UV rays, ozone, and water;

Outstanding high and low temperature resistance;

it always keeps good elasticity and excellent adhesion after curing, some issues such as
brittle, harden, crack etc. will not happen at the work range of -30°C ~+150°C;

it works well between most building materials without primer;

Many colors can be customized as client required.
n Applications:

Suitable for bonding between various construction materials;
Especially suitable for lighting roof joints, high-grade doors and windows.

Technology Parameter Requirement Test Method Condition Acgre;?:::il;ce Measured value
Density (g/ml) GB/T 13477 .2-2002 14401
; Vertical =3 0
Sagging CB/T 134776 Horizontal Mo deformation | No Deformation
Extrudability (s) GB/T 13477.3-2017 =10 19
Tack-free Time (h) GB/T 13477.5-2002 =3 17
Curing Time (h/d8mm) | GB/T 13477.22-2022
Hardness after cured(Shore A) GB/T5H311 20~ 60 48
Tensile Properties at . Elongation ratel0% 028
S . Tensile modulus/Mpa GB/T 13477.10-2017 |Elongation rate20% 0.47
maintained extension :
Elongation rated0% 0.66
Elongation at max load 23°C =100 105
Adhesion failure area % GBIT 13477.8-2017 =5 0
) ) 23°C =06 098
g?g;gi;zshesmn _ _ GB/T 13477.8-2017 [30°C =045 0.78
Tensile adhesive strength -30°C =045 142
GB/T 13477.15-2017 |Water-UV light exposure |=0.45 0.89
GB/T 13477.9-2017  |Water immersion =045 092
Weight loss rate (%) =10 45
Heat Aging Crazing GB/T 13477 23-2022 MNone None
Chalking Monge Mone
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Model number: HN875X
Product Name: Neutral Silicone Weather Resistance Sealant

Product Features:

1. Easy to use. great extrudability and thixotropy at temperature between 5°C and 45°C.
2. Non-corrosive, non-pollutive to metal, coated glass, stone, tile.
3. Level 25 movement capability. effective durable sealing performance on facades with

expansion.

4. Outstanding weather resistance. ultraviolet proof, ozone proof, water proof. strong
resistance to high and low temperature. flexibility maintains well between -40°C~120°C.
5. Outstanding adhesion properties. suitable for most construction materials.

Main Applications:

1. Suitable for the water-resistant sealing on construction glasses and metal facades.
2. Suitable for various weather-resistant sealing & caulking;
3. Suitable for building's external sides, weather resistance and water proof.

Technology Parameter Requirement Test Method Acceptence Criteria | Measured value
Density (g/ml) GB/T 13477.2-2002 15£0.1
Sagging GB/T 134776 =3 0
Extrudability  (ml/min) GB/T 13477.3-2017 =150 461
Tack-free Time (h) GB/T 13477.5-2002 =3 16
Hardness after cured(Shore A) GB/TE311 20~ 60 36
Elastic recovery % GB/T 13477.17-2017  [=70 83
: 23°C 0.55
Tensile modulus / Mpa GB/T 13477 8-2017 000 09
Tensile Properties at maintained extension - - GB/T13477.10-2017 |No fa!lure No fa!lure
Water immersion GB/T 13477.14-2019  |No failure No failure
Determination o_f adhesion/cohesion variable tempera_tures _ GB/T 13477 13-2019  |No failure No failure
properties at variable temperatures (accelerated environmental cycling)
Tensile Properties uv Iight_ exposure GB/T 13477.15-2017  |No fa?lure No fa?lure
Water-light exposure GB/T 13477.15-2017  [No failure No failure
Thermal Weight Loss rate (%) Thermal Weight Loss rate (%) GB/T 13477.23-2022 |=8 5.2
Alkane plasticizer Infrared spectrometer |Free Free




Model number: HN866X
Product Name: Quick-curing Neutral Silicone Structural Sealant

Product Features:

1. This product is a silicone structural adhesive with a one-component, neutral curing, mid-
high modulus, good anti-shifting ability. It can achieve excellent adhesion with most

building materials without primer, and has good elongation and water proof.

2. After curing, the product forms a cold-resistant, heat- resistant, non-corrosive elastomer
with excellent weather resistance, aging resistance, ultraviolet resistance, ozone resistance,

and high temperature resistance, and has no pollution to the environment.

Main Applications:

1. Suitable for Industrialized production of windows & doors & furniture.

2. Bonding and sealing on other building and industrial materials for quick assembly.

Technology Parameter Requirement Test Method Condition Acg:ei;];::il;ce Measured value
Density (g/ml) GB/T 13477 2-2002 156101
; Vertical =3 0
Sagging CB/T 134776 Horizontal MNo deformation| No Deformation
Extrudability (s) GB/T 13477.3-2017 =10 16
Tack-free Time (h) GB/T 13477.5-2002 =3 05
Hardness after cured(Shore A) GB/T5311 20~ 60 55
Tensile Properties at ; Elongation ratel0% 0.28
T - Tensile modulus/Mpa GB/T 13477.10-2017 |Elongation rate20% 0.47
maintained extension -
Elongation rated0% 0.66
Elongation at max load | GB/T 13477.8-2017 |23°C =100 108
Adhesion failure area % =5 0
. . ) 23°C =06 103
Tensile Adhesion Properties GB/T 13477 8-2017 |90 —o045 0a4
Tensile adhesive strength -30°C =045 146
GB/T 13477.15-2017 |Water-UV light exposure|=0.45 091
GB/T 13477.9-2017 |Water immersion =045 094
Weight loss rate (%) =10 37
Heat Aging Crazing GB/T 13477.23-2022 None None
Chalking None None
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Model number: HN865X

Product Name: Multi-purpose Neutral Silicone Weather Resistance Sealant

Product Features:

1. Easy to use. great extrudability and thixotropy at temperature between 5°C and
45°C. Non-corrosive, non-pollutive to metal, coated glass, stone, tile.
2. Strong resistance to high and low temperature. flexibility maintains well between

-40°C~120°C.

w

4.  Many colors can be customized as client required.

Main Applications:

1. Suitable for caulking and sealing of windows, doors, glasses, metal etc.
2. Suitable for other joints and sealing purpose after compatibility verification.

Outstanding weather resistance. ultraviolet proof, ozone proof and waterproof.

Technology Parameter Requirement Test Method Acceptence Criteria | Measured value
Density (g/ml) GB/T 13477.2-2002 156+0.1
Sagging GB/T 134776 =3 0
Extrudability  (ml/min) GB/T 13477 3-2017 =150 453
Tack-free Time (h) GB/T 13477 5-2002 =3 16
Hardness after cured(Shore A) GB/T5311 20~60 38
Elastic recovery % GB/T 13477 .17-2017  |=70 85
: 23°C 0.56
Tensile modulus / Mpa GB/T 13477.8-2017 0C 091
Tensile Properties at maintained extension - - CB/T13477.10-2017 INo fa!lure No fa!lure
Water immersion GB/T 13477.14-2019  [No failure No failure
Determination of adhesion/cohesion variable temperatures ; ;
. . . . GB/T 13477 13-2019  |No failure MNo failure
properties at variable temperatures (accelerated environmental cycling)
Tensile Properties uv Iight_ exposure GB/T 13477.15-2017 Nofailure Nofailure
Water-light exposure GB/T 13477 .15-2017  |No failure Mo failure
Thermal Weight Loss rate (%) Thermal Weight Loss rate (%) GB/T 13477 23-2022  |=8 55
Alkane plasticizer Infrared spectrometer |Free Free
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Model number: HN855X
Product Name: Neutral Silicone Weather Resistance Sealant

Product Features:

1. Easy to use. great extrudability and thixotropy at temperature between 5°C and
45°C. Non-corrosive, non-pollutive to metal, coated glass, stone, tile.

2. Strong resistance to high and low temperature. flexibility maintains well between
-40°C~120°C.

3. Outstanding weather resistance. ultraviolet proof, ozone proof and waterproof.

4.  Many colors can be customized as client required.

Main Applications:
1. Suitable for indoor decoration.
2. Suitable for other joints and sealing purpose after compatibility verification.

Technology Parameter Reguirement Test Method Acceptence Criteria | Measured value
Density (g/ml) GB/T 13477.2-2002 159+0.1
Sagging GB/T 134776 =3 0
Extrudability  {ml/min) GB/T 13477 3-2017 =150 450
Tack-free Time (h) GB/T 13477 5-2002 =3 17
Hardness after cured(Shore A) GB/T5311 20~ 60 38
Elastic recovery % GB/T13477.17-2017  [=T70 80
. 23°C 0.56
Tensile modulus / Mpa GB/T 13477 8-2017 0C 0.9
Tensile Properties at maintained extension - - GB/T13477.10-2017 No fa!lure No fa!lure
Water immersion GB/T13477.14-2019  [No failure No failure
Determ!natlon o_f adhesion/cohesion variable tempera_tures _ GB/T 13477 13-2019 | No failure No failure
properties at vanable temperatures (accelerated environmental cycling)
Tensile Properties uv Iight_ exposure GB/T 13477 15-2017 Nc—fa!lure Nc—fa!lure
Water-light exposure GB/T 13477 15-2017  [No failure No failure
Thermal Weight Loss rate (%) Thermal Weight Loss rate (%) GB/T 13477 23-2022  [=8 6.0
Alkane plasticizer Infrared spectrometer  |Free Free




Model number: HN835X
Product Name: Neutral Silicone Weather Resistance Sealant

Product Features:
Easy to use. great extrudability and thixotropy at temperature between 5°C and
45°C. Non-corrosive, non-pollutive to metal, coated glass, stone, tile.
Strong resistance to high and low temperature. flexibility maintains well between

1.

2.

3.
4.

-40°C~120°C.

Outstanding weather resistance. ultraviolet proof, ozone proof and waterproof.
Many colors can be customized as client required.

Main Applications:
Caulking and sealing of windows, doors, glasses, metal for workshop & factory;

1.
2.

Suitable for other sealing purpose after compatibility verification.

Technology Parameter Requirement Test Method Acceptence Criteria | Measured value
Density (g/ml) GB/T 13477.2-2002 159+0.1
Sagging GB/T 134776 =3 0
Extrudability  {ml/min) GB/T 13477 3-2017 =150 445
Tack-free Time (h) GB/T 13477.5-2002 =3 16
Hardness after cured({Shore A) GB/T531.1 20~ 60 40
Elastic recovery GB/T 13477.17-2017 |=T70 75
Tensile modulus / Mpa GB/T 13477.8-2017 ?g[}EC ggi
Tensile Properties at maintained extension - - GB/T13477.10-2017 No fa!lure No fa!lure
Water immersion GB/T 13477.14-2019  |No failure Mo failure
Determ!natlc:-n c:-_f adhesion/cohesion variable temperatures _ GB/T 13477 13-2019 | No failure No failure
properties at variable temperatures (accelerated environmental cycling)
Tensile Properties uv Iight_ exposure GB/T 13477.15-2017  |No failure Nofailure
Water-light exposure GB/T 13477.15-2017  |No failure MNo failure
Thermal Weight Loss rate (%) Thermal Weight Loss rate (%) GB/T 13477.23-2022 |=8 72
Alkane plasticizer Infrared spectrometer |Free Free
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Model number: HN825X
Product Name: Neutral Silicone Weather Resistance Sealant

Product Features:

1.

2.

3.
4.

45°C. Non-corrosive, non-pollutive to metal, coated glass, stone, tile.

-40°C~120°C.

Main Applications:

1.
2.

Suitable for sealing of windows, glasses for workshop & factory;
Caulking and sealing for stock & Mobile prefabricated house.

Outstanding weather resistance. ultraviolet proof, ozone proof, water proof.
Many colors can be customized as client required.

Easy to use. great extrudability and thixotropy at temperature between 5°C and

Strong resistance to high and low temperature. flexibility maintains well between

Technology Parameter Requirement Test Method Acceptence Criteria | Measured value
Density (g/ml) GB/T 13477.2-2002 16101
Sagging GB/T 134776 =3 0
Extrudability  (ml/min) GB/T 13477 3-2017 =150 440
Tack-free Time (h) GB/T 13477 5-2002 =3 17
Hardness after cured(Shore A) GB/TH311 20~ 60 41
Elastic recovery % GB/T 13477 .17-2017  |=70 75
: 23°C 0.58
Tensile modulus / Mpa GB/T 13477 8-2017 o0 095
Tensile Properties at maintained extension - - GB/T13477.10-2017 INo fa!lure No fa!lure
Water immersion GB/T 13477.14-2019  |No failure Mo failure
Determination o_f adhesion/cohesion variable temperatures _ GB/T 13477 13-2019  |No failure No failure
properties at vanable temperatures (accelerated environmental cyeling)
Tensile Properties uv Iight_ exposure GB/T 13477.15-2017  |No fa@lure No failure
Water-light exposure GB/T 13477 15-2017  |No failure Mo failure
Thermal Weight Loss rate (%) Thermal Weight Loss rate (%) GB/T 13477 .23-2022  |=8 7.3
Alkane plasticizer Infrared spectrometer |Free Free
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Hisil

Make The Life Better!

Contact us :

E-mail: andy@hisilsealant.com

Tel. : +86 02785610030

Mobile/WA : +86 180 6411 4490
https://www.hisilsealant.com/
https://hisilsealant.en.made-in-china.com/
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