Sealants Expert
Focus on construction sealants !
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Products Introduction

Water-based Acrylic Sealants
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Model number: HW995X

Product Name: Super Adhesion Strength Water-based Acrylic Sealant

Product Feature:

SAE IS

Main applications:

1. Adhesion and sealing for wallpapers & doors & windows & living room

2. Other applicable purposes after compatibility verification.

No harmful gases during use, friendly to the environment and human health.
High safety during storage, transportation, and use.
Can be easily washed off with water before cured.

High adhesion properties and Compatibility with paper, wood, leather, fabric, plastic, metal, etc.
. Able to adapt to the expansion and deformation of the bonded materials.

Technology Parameter Requirement Test Method Acce_pta_nce Measured
Criteria value
Density / (g/ml) GB/T 13477.2-2002 1.02+0.05
: =3 0]
Sagging GB/T 134776 No deformation |No deformation
Extrudability / (ml/min) GB/T 13477.3-2017 =80 548
Tack-free Time / h GB/T 13477.5-2002 =3 27
Elastic recovery / % GB/T13477.17-2017 |=70 90
Tensile Properties at maintained GB/T 13477.10-2017 |No failure No failure
extension Water immersion GB/T 13477.14-2019 |No failure No failure
Determ_matlon of adhesion/cohesion |variable tempera_tures _ GB/T 13477.13-2019 |No failure No failure
properties at variable temperatures  |(accelerated environmental cycling)
. 23°C =100 145
GB/T 528-2009

Flongation at break Water immersion =100 122
Determ_matlon of adhesion/cohesion Determ_matlon of adhesion / cohesion GB/T 13477.12-2018 |No failure No failure
properties at constant temperature  |properties at constant temperature
Low-temperature flexibility -20 GB/T 13477.7-2002  |No failure No failure
Volume change / % GB/T13477.19-2017 |=30 28
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Model number: HW895X

Product Name: Multi-purpose Environment Friendly Water-based Acrylic Adhesive

Product Feature:

SAE IS

Main applications:

1.  Adhesion and sealing for sunroom & doors & windows & kitchen & sanitary;

2. Other applicable purposes after compatibility verification.

No harmful gases during use, friendly to the environment and human health.
High safety during storage, transportation, and use.

Can be easily washed off with water before cured.

Compatibility with paper, wood, leather, fabric, plastic, metal, etc.
Able to adapt to the expansion and deformation of the bonded materials.

Technology Parameter Requirement Test Method Acce_pta_nce Measured
Criteria value
Density / (g/ml) GB/T 13477.2-2002 1.15+0.05
. =3 0
Sagging CB/T 134776 No deformation |No deformation
Extrudability / (ml/min) GB/T 13477.3-2017 =80 516
Tack-free Time / h GB/T 13477.5-2002 =3 2.6
Elastic recovery / % GB/T 13477.17-2017 |=70 85
Tensile Properties at maintained GB/T 13477.10-2017 |No failure No failure
extension Water immersion GB/T 13477.14-2019 |No failure No failure
Determ_lnatlon of adhesion/cohesion |variable tempera_tures _ GB/T 13477.13-2019 |No failure No failure
properties at variable temperatures  |(accelerated environmental cycling)
. 23°C =100 138
GB/T 528-2009
Flongation at break Water immersion =100 115
Determ_lnatlon of adhesion/cohesion Determ_lnatlon of adhesion / cohesion GB/T 13477.12-2018 |No failure No failure
properties at constant temperature  |properties at constant temperature
Low-temperature flexibility -20 GB/T 13477.7-2002  |No failure No failure
Volume change / % GB/T 13477.19-2017 |=30 26
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Model number: HW885X

Product Name: High Quality Super Water-based Acrylic Sealant

Product Feature:
No harmful gases during use, friendly to the environment and human health.

SAE IS

High safety during storage, transportation, and use.

Can be easily washed off with water before cured.
Compatibility with ceramic, wood, leather, plastic, metal, etc.
Able to adapt to the expansion and deformation of the bonded materials.

Main applications:
Adhesion and sealing for baseboard & ceiling & living room;
Other applicable purposes after compatibility verification.

1.
2.

Technology Parameter Requirement Test Method Acce_pta_nce Measured
Criteria value
Density / (g/ml) GB/T 13477.2-2002 1.53£0.05
) =3 0

Sagging CB/T 13477.6 No deformation |No deformation
Extrudability / (ml/min) GB/T 13477.3-2017 |=80 471
Tack-free Tme/ h GB/T 13477.5-2002 | =3 24
Elastic recovery / % GB/T13477.17-2017 |=70 85
Tensile Properties at maintained GB/T 13477.10-2017 |No failure No failure
extension Water immersion GB/T 13477.14-2019 |No failure No failure
Determ_lnatlon o_f adhesion/cohesion |variable temperatures _ GB/T 13477.13-2019 |No failure No failure
properties at variable temperatures |(accelerated environmental cycling)

. 23°C =100 135
Elongation at break Water mmersion GB/T 528-2009 =100 112
Determ_lnatlon of adhesion/cohesion Determ_lnatlon of adhesion / cohesion GB/T 13477.12-2018 |No failure No failure
properties at constant temperature  |properties at constant temperature
Low-temperature flexibility -20 GB/T 13477.7-2002  |No failure No failure
Volume change / % GB/T13477.19-2017 |=30 23
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Model number: HW875X
Product Name: High Performance Water-based Acrylic Sealant

Product Feature:
No harmful gases during use, friendly to the environment and human health.

SAE IS

High safety during storage, transportation, and use.
Can be easily washed off with water before cured.

Compatibility with ceramic, wood, leather, plastic, metal, etc.
Able to adapt to the expansion and deformation of the bonded materials.

Main applications:
Adhesion and sealing for fresco & decorations & metallic;
Other applicable purposes after compatibility verification.

1.
2.

Technology Parameter Requirement Test Method Acce_pta_nce Measured
Criteria value
Density / (g/ml) GB/T 13477.2-2002 1.6+0.05
. =3 0
Sagging CB/T 134776 No deformation |No deformation
Extrudability / (ml/min) GB/T 134773-2017 |=80 463
Tack-free Time / h GB/T 134775-2002 |=3 2.2
Elastic recovery / % GB/T1347717-2017 |=70 85
Tensile Properties at maintained GB/T 13477.10-2017 |No failure No failure
extension Water immersion GB/T 13477.14-2019 |No failure No failure
Determ_lnatlon of adhesion/cohesion |variable temperatures _ GB/T 13477.13-2019 |No failure No failure
properties at variable temperatures  |(accelerated environmental cycling)
. 23°C =100 133
GB/T 528-2009
Elongation at break Water immersion =100 113
Determ_lnatlon of adhesion/cohesion Determ_lnatlon of adhesion / cohesion | ~o ~ 14127195018 |No failure No failure
properties at constant temperature |properties at constant temperature
Low-temperature flexibility -20 GB/T 13477.7-2002  |No failure No failure
Volume change /% GB/T13477.19-2017 [=30 21




Model number: HW865X

Product Name: High Performance Water-based Acrylic Adhesive

Product Feature:
No harmful gases during use, friendly to the environment and human health.
High safety during storage, transportation, and use.

1.

2.
3.
4,

Can be easily washed off with water before cured.

Good waterproof & weather-resistance properties.

Main applications:
Adhesion and sealing for fresco & Decorations & metallic
Other applicable purposes after compatibility verification.

1.
2.

Technology Parameter Requirement Test Method Acce_pta_nce Measured
Criteria value
Density / (g/ml) GB/T 13477.2-2002 1.62+0.05
. =3 0
Sagging CB/T 134776 No deformation |No deformation
Extrudability / (ml/min) GB/T 13477.3-2017 =380 463
Tack-free Time / h GB/T 13477.5-2002 =3 2.2
Elastic recovery / % GB/T134771/7-2017 |=70 80
Tensile Properties at maintained GB/T 13477.10-2017 |No failure No failure
extension Water immersion GB/T 13477.14-2019 |No failure No failure
Determ_lnatlon of adhesion/cohesion |variable temperatures _ GB/T 13477.13-2019 |No failure No failure
properties at variable temperatures  |(accelerated environmental cycling)
) 23°C =100 132
GB/T 528-2009
Elongation at break Water immersion =100 110
Determ_lnatlon of adhesion/cohesion Determ_lnatlon of adhesion / cohesion GB/T 13477.12-2018 |No failure No failure
properties at constant temperature  |properties at constant temperature
Low-temperature flexibility -20 GB/T 13477.7-2002  |No failure No failure
Volume change 7 % GB/T 13477.19-2017 |=30 215




Model number: HW855X
Product Name: High Quality Water-based Acrylic Sealant

Product Feature:
No harmful gases during use, friendly to the environment and human health.
High safety during storage, transportation, and use.

1.

2.
3.
4,

Can be easily washed off with water before cured.
Good waterproof & weather-resistance properties.

Main applications:
Adhesion and sealing for metallic & Decorations;
Other applicable purposes after compatibility verification.

1.
2.

Technology Parameter Requirement Test Method Acce_pta_nce Measured
Criteria value
Density / (g/ml) GB/T 13477.2-2002 1.61+0.05
. =3 0
Sagging CB/T 134776 No deformation |No deformation
Extrudability / (ml/min) GB/T 13477.3-2017 |=80 453
Tack-free Time/ h GB/T 13477.5-2002 |=3 2
Elastic recovery / % GB/T1347717-2017 |=70 80
Tensile Properties at maintained GB/T 13477.10-2017 |No failure No failure
extension Water immersion GB/T13477.14-2019 |No failure No failure
Determ_lnatlon of adhesion/cohesion |variable temperatures _ GB/T 13477.13-2019 |No failure No failure
properties at variable temperatures | (accelerated environmental cycling)
) 23°C =100 131
GB/T 528-2009
Flongation at break Water immersion =100 110
Determ_lnatlon of adhesion/cohesion Determ_matlon of adhesion / cohesion | ~o + 13477122018 |No failure No failure
properties at constant temperature  |properties at constant temperature
Low-temperature flexibility -20 GB/T 13477.7-2002  [No failure No failure
Volume change /% GB/T13477.19-2017 |=30 20




Model number: HW835X
Product Name: High Quality Water-based Acrylic Sealant

Product Feature:
No harmful gases during use, friendly to the environment and human health.
High safety during storage, transportation, and use.
Can be easily washed off with water before cured.

Good waterproof & weather-resistance properties.

1.

2.
3.
4,

Main applications:
Adhesion and sealing for general calking & sealing.

1.

Technology Parameter Requirement Test Method Acce_pta_nce Measured
Criteria value
Density / (g/ml) GB/T 13477.2-2002 1.65+0.05
) =3 0
Sagging CB/T 134776 No deformation [No deformation
Extrudability / (ml/min) GB/T 13477.3-2017 |=80 446
Tack-free Time/ h GB/T 134775-2002 |=3 2
Elastic recovery / % GB/T1347717-2017 |=7/0 75
Tensile Properties at maintained GB/T 134/77.10-2017 |No failure No fallure
extension Water immersion GB/T13477.14-2019 [No failure No failure
Determ!natlon on adhesion/cohesion |variable temperqtures 7 GB/T 13477.13-2019 |No failure No failure
properties at variable temperatures  |(accelerated environmental cycling)
. 23°C =100 128
GB/T 528-2009
Flongation at break Water immersion =100 106
Determ_lnanon of adhesion/cohesion Determ_matlon of adhesion / cohesion GB/T 13477.12-2018 |No failure No failure
properties at constant temperature _|properties at constant temperature
Low-temperature flexibility -20 GB/T 13477.7-2002  |No failure No failure
Volume change / % GB/T13477.19-2017 |=30 18




Hisil

Make The Life Better!

Contact us :

E-mail: andy@hisilsealant.com

Tel. : +86 02785610030

Mobile/WA : +86 180 6411 4490
https://www.hisilsealant.com/
https://hisilsealant.en.made-in-china.com/
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